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Μεθοδολογίες για το νανοσκοπικό δυναμικό 

χαρακτηρισμό υλικών, με τη χρήση επιφανειακών 

ακουστικών κυμάτων παραγόμενων από υπερβραχείς 

παλμούς laser 
 

ΠΕΡΙΛΗΨΗ 

 

Στην εργασία αυτή παρουσιάζονται τεχνικές μέτρησης πλήρους πεδίου, βασισμένες 

στην οπτική συμβολομετρία, για την ανάλυση και το χαρακτηρισμό Επιφανειακών 

Ακουστικών Κυμάτων (ΕΑΚ) υψηλών συχνοτήτων, παραγόμενων από υπερβραχείς 

παλμούς laser femtosecond χρονικής διάρκειας σε μεταλλικό φιλμ-υπόστρωμα. 

Διερευνάται επίσης αριθμητικά η δυναμική απόκριση του υλικού και παρατηρείται 

ικανοποιητική συμφωνία μεταξύ πειραματικών και αριθμητικών αποτελεσμάτων όσο 

αφορά τα χαρακτηριστικά διάδοσης των ΕΑΚ. 

 

Surface acoustic waves in Au thin films deposited on glass 

substrates, generated by fs radiation 
 

ABSTRACT 

In this paper we present full-field measurement techniques, based on optical 

interferometry, for the analysis and characterization of high-frequency Surface 

Acoustic Waves (SAWs), generated by femtosecond laser pulses on a metallic film 

deposited on glass substrate. The dynamic response of the material is also 

numerically investigated and satisfactory agreement between experimental and 

numerical results regarding the propagation characteristics of SAWs is observed. 
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